
Monitor

8” Digital Panel(1,152,000 Pixels).
Auto Brightness Sensor
Acryl Window with Touch Button
Tamperproof Operation Function
Built-in Parking Guideline
Screen Flip and Mirror Function
Support Multi Type Stand(Rail,Vesa)
Display Formats: 16:9, 4:3
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Features 

SM-802WP : 2 Chanel 
SM-80SWP : Split
SM-80QWP : Quad
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Models

Operating Voltage:
Current Consumption:
Power Consumption:
Panel Size:
TV System:
Resolution
Contrast Ratio:
Brightness
Weight:
Number of Video Inputs:
Number of Trigger Input: 
Number of Trigger Output:
Shutter Function:         
Extension DIN Inputs     
Speaker:
Viewing Angle:  Top: 50°, Bottom, Left, Right : 70°  
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Technical Specifications 

10~32V DC
1~2 A Max
16 Watt Max 
8.0” Digital
NTSC or PAL
800(H) x 480 (V)x RGB
500:1
450 cd/m²
Approx. 800g
1 ~ 4 Camera 
1 ~ 3 Trigger
None
CAM1 Only(Optional)
Changeable
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Color:
Length of Cables:
Monitor pig tail: 
Extension Din Input Terminal.
Din Cable Length: 
Casing Material:
Dimension: 220mm(H) x 130mm(V) x 20mm(D)
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Exterior Specifications 

FCC, CE , KC�£

Certification     

Monitor
Uset’s Manual
U-Bracket
Optional Vesa or Rail Type Bracket
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Package Contents

Silver, Black(Option)
1.5m
None

0.3m
Aluminum

8” Waterproof Monitor IP69K
Ready 2CH, Split, Quad 
Suitable for Rear View System

C*CGC:CMCKCLBøC C=C9CNCQBøC�CMCLCQBø

SM-802WP,80SWP,80QWP


